Настройка модема ZTE 831
Самостоятельно сбросить параметры модема в заводские установки можно нажав кнопку "Reset", расположенную на задней стороне модема (см. инструкцию к модему). Удерживайте ее, пока не загорится световой индикатор "DIAG", после чего кнопку нужно отпустить. Нажимать кнопку необходимо острым предметом.

ВАЖНО !  : перед тем, как приступить к настройкам, отсоедините от модема телефонный провод!

Наберите в строке адреса вашего веб-браузера (Internet Explorer, Opera, Netscape Navigator) http://192.168.1.1/. В качестве имени пользователя нужно указать ZXDSL (все буквы прописные), в качестве пароля ZXDSL (все буквы прописные).
В последних модификациях модемов UserName (имя пользователя) – “admin”, Password (пароль) – “admin”
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Выберите пункт "Quick Setup" 
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Connect to Internet Connect to Internet

Quick Setip Your DSL routter is not ready to connect to Internet, and There is no ppp session defined.

Configure it from the Quick Setun menu or the Advanced Setup...|Internet Connection menu
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Укажите значения VPI=1, VCI=32 для соединения, затем нажмите кнопку Next 
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Connect to Internet
Quick Setup
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Quick Start | Status | Advanced | Diagnostics | Management

Languoge: | XN

Quick Setup

This Quick Setup will guide you through the steps necessary to configure your DSL Router.
NOTE: ll of original settings will be replaced by new settings after you finish these steps
Configure Internet Connection -- ATM PYC

Please enter VPI and VCI numbers for the Internet connection which is provided
by your ISP.

ver [0 (0-255)
ven [337 | (32-65533)
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Установите опцию "Protocol" в значение "PPP over Ethernet (PPPoE)", параметр "Encapsulation Type" в значение "LLC/SNAP". Затем нажмите кнопку Next. 
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Quick Start | Status | Advanced | Diagno: Management

Languoge: | XA

Connect to Internet Configure Internet Connection - Connection Type

Quick Setup
Select the protocol and encapsulation type over the ATM PVC that your ISP has
instructed you to use,

Pratocal PPP over ATM (FRRoA)

PPP over Ethernet (PPPOE)

MAC Encapsulation Routing (MER)
1P aver ATM (IPoA)

Bridging

Encapslation Mode: [LLC/SNAP 7]

a0

oo
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Установите опцию в значение "Obtain an IP address automatically" (Получить IP-адрес автоматически), установите флаг "Enable NAT" в значение включено. Затем нажмите кнопку "Next". 
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Connect to Internet Configure Internet Connection - WAN IP Settings

Quicksetup Enter information provided to you by your 1P to configure the WAN IP settings.

@ Obtain an IP address automatically
€ Use the following IP address
WaN [P Address:  [0.0.0.0

¥ Enable NAT
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Укажите в поле "PPP User Name" Ваше имя пользователя (логин), в поле "PPP Password" Ваш пароль. Опцию необходимо установить в значение "Always On". Нажмите кнопку "Next". 
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Connect to Internet
Quick Setup
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Quick Start | Status

Advanced | Diagnostics | Management

Languoge: | XN

Configure Internet Connection-PPP User Name and Password
In order to establish the Internet connection, please enter PPP user name and password
that your ISP has pravided.

PPP User Name:
PPP Password:

[aooodwin

Session established by: & always Online
¢ Dial on Demand

Disconnect if no activity for [0 minutes.
¢ manual

Disconnect if no activity for [0 minutes.
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На этой странице ничего изменять не требуется, если Вам не нужны какие-либо специфичные настройки, поэтому нажимаем кнопку "Next" не изменяя параметров. 
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Quick Start | Status : Advanced | Diagnostics | Management

Connect to Internet Configure LAN side Settings

Quick Setup Enter the ADSL router IP address and subnet mask for LAN interface and then enable DHCP

server on LaN interface to provide IP address settings for your computers.

Primary IP address:  [152.168.1.1
Subnet Mask [255.255.255.0

I Configure secondary IP address and subnet mask

DHCP Server

Enabling DHCP Server on LAN interface can provide the proper IP Address sstting to your
computers.

¥ Enable DHCP server on the LAN

start IP Address:[192.168.1.2

End IP Address: [192.168.1.254

Lease time: [ days[o hoursfo | minutes
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На этой странице выводится суммарная информация о настроенных параметрах модема. Для сохранения параметров нажмите кнопку "Apply". 
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Connect to Internet This Internet Connection -- Summary.

Quick Setup Make sure that the seftings below match the settings provided by your ISP

Configuration:

[ver/ver [o/33

|connection Type PPPOE, LLC/SNAP, Always On

[naT |Enabled

[wan 1P address [ putomatically Assigned

|Default Gateway [ automatically Assigned

|DNs Server |Automatically Assigned

LAN Setting: E—

[primary Lan 1P 192.168.1.1 /255.255 255.0

|secondary Lan1P (00000000

|DHCP Sever Enable

[DHCP 1P range [152.168.1.2 ~ 192 168.1 254 |
[DHCP Tease time [ Days 0 Hours 0 mintes |

Click "Apply” to accept these settings. Click "Back” to make any modifications
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Параметры сохранены. Теперь необходимо дождаться завершения перезагрузки модема (о чем будет свидетельствовать погашенный световой индикатор "DIAG"), после чего Вы можете работать в Интернет, набрав нужный Вам адрес в строке браузера. 
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[

Connect to Internet Reboot ADSL Router
Quick:sstup The DSL Rautter has been canfigured and is rebooting,

Close the ADSL Rauter Configuration window and wait for 2 minutes befare reopening your
web browser. If necessary, reconfigure your FC's [P address £ match your new
configuration.
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